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STAINLESS/SPRING STEEL SHIMS

HIGH QUALITY SHIMS FOR MACHINE ALIGNMENT.

Stainless steel shims are the best way to resolve alignment and leveling problems in plant machinery such as motors, fans,
compressors, generators, etc.

Available thicknesses:

0,05mm; 0,10mm; 0,20mm; 0,40mm; 0,50mm; 0,70mm; 0,80mm; 1,00mm; 2,00mm; 3,00mm

A

PART DIMMENSIONS IN MM PART DIMMENSIONS IN MM
CODE “A”  “B”  “C” THICKNESS CODE ‘A7 "7 ¢ THICKNESS
A-005 55 50 15 0,05 B-005 75 70 23 0,05
A-010 55 50 15 0,10 B-010 75 70 23 0,10
A-020 55 50 15 0,20 B-020 75 70 23 0,20
A-040 55 50 15 0,40 B-040 75 70 23 0,40
A-050 55 50 15 0,50 B-050 75 70 23 0,50
A-070 55 50 15 0,70 B-070 75 70 23 0,70
A-080 55 50 15 0,80 B-080 75 70 23 0,80
A-100 55 50 15 1,00 B-100 75 70 23 1,00
A-200 55 50 15 2,00 B-200 75 70 23 2,00
A-300 55 50 15 3,00 B-300 75 70 23 3,00
PART DIMMENSIONS IN MM PART DIMMENSIONS IN MM
CODE “AV «Br “C” THICKNESS CODE ‘A B7 T THICKNESS
C-005 90 80 32 0,05 D-005 125 105 44 0,05
C-010 90 80 32 0,10 D-010 125 105 44 0,10
C-020 90 80 32 0,20 D-020 125 105 44 0,20
C-040 90 80 32 0,40 D-040 125 105 44 0,40
C-050 90 80 32 0,50 D-050 125 105 44 0,50
C-070 90 80 32 0,70 D-070 125 105 44 0,70
C-080 90 80 32 0,80 D-080 125 105 44 0,80
C-100 90 80 32 1,00 D-100 125 105 44 1,00
C-200 90 80 32 2,00 D-200 125 105 44 2,00
C-300 90 80 32 3,00 D-300 125 105 44 3,00

Tolerance: According to DIN 17222/75 T2

For Steel Shims with thicknesses between 0,05-0,50mm we use austenitic stainless, spring steel, cold rolled - tensile
strength: 1100-1800 MPa, material: 1.4310 (AISI 301) according to DIN 17241 or EN 10151 standards.

All other thicknesses are produced from austenitic stainless steel, cold rolled - tensile strength: 550-750 MPa, material:
1.4301 (AISI 304) according to DIN 17240 or EN 10088-1 standards.



STEEL SHIMS IN THE PORTABLE CASE (SCAT-01)

CASE WITH 360 SETS OF SHIMS “A” “B” AND “C”

PART DIMMENSIONS IN MM
CODE “A” “B” “«C” THICKNESS QUANTITY
A-005 55 50 15 0,05 20 E) o m
A-010 55 50 15 0,10 20
A-020 55 50 15 0,20 20 "
A-050 55 50 15 0,50 20
A-070 55 50 15 0,70 20
A-100 55 50 15 1,00 20
B-005 75 70 23 0,05 20
B-010 75 70 23 0,10 20
B-020 75 70 23 0,20 20
B-050 75 70 23 0,50 20
B-070 75 70 23 0,70 20
B-100 75 70 23 1,00 20
C-005 90 80 32 0,05 20
C-010 90 80 32 0,10 20
C-020 90 80 32 0,20 20
C-050 90 80 32 0,50 20
C-070 90 80 32 0,70 20
C-100 90 80 32 1,00 20

Dimensions / Weight: 300x250%140 mm / 6,5 kg (case with shims)




STEEL SHIMS IN THE PORTABLE CASE (SCAT-02)

CASE WITH 680 SETS OF SHIMS “A”, “B”, “C” AND “D”

PART DIMMENSIONS IN MM

CODE “A” “B” “C” THICKNESS QUANTITY
A-005 55 50 15 0,05 20 Eo o m
A-010 55 50 15 0,10 20
A-020 55 50 15 0,20 20
A-040 55 50 15 0,40 20 ?
A-050 55 50 15 0,50 20
A-070 55 50 15 0,70 20
A-080 55 50 15 0,80 20
A-100 55 50 15 1,00 20
A-200 55 50 15 2,00 10
B-005 75 70 23 0,05 20
B-010 75 70 23 0,10 20
B-020 75 70 23 0,20 20
B-040 75 70 23 0,40 20
B-050 75 70 23 0,50 20
B-070 75 70 23 0,70 20
B-080 75 70 23 0,80 20
B-100 75 70 23 1,00 20
B-200 75 70 23 2,00 10
C-005 90 80 32 0,05 20
C-010 90 80 32 0,10 20
C-020 90 80 32 0,20 20
C-040 90 80 32 0,40 20
C-050 90 80 32 0,50 20
C-070 90 80 32 0,70 20
C-080 90 80 32 0,80 20
C-100 90 80 32 1,00 20
C-200 90 80 32 2,00 10
D-005 125 105 44 0,05 20
D-010 125 105 44 0,10 20
D-020 125 105 44 0,20 20
D-040 125 105 44 0,40 20
D-050 125 105 44 0,50 20
D-070 125 105 44 0,70 20
D-080 125 105 44 0,80 20
D-100 125 105 44 1,00 20
D-200 125 105 44 2,00 10

Dimensions / Weight: 460x350x175 mm / 18 kg (case with shims)



MEET THE TEAM
LONG YEARS OF EXCELLENCE SOLUTIONS WITH QUALITY AT IT'S BEST!

VIMS is a company that, based on the many years of experience of its team and cooperation with international partners,
provides support for the widely understood predictive maintenance. Our mission is to provide solutions and assistance in
the implementation of proven methods for effective detection of damage at a very early stage of its occurrence and optimal
planning of industrial machinery downtime. We tailor products, solutions and services to the specifics of each customer.
In the era of Industry 4.0 and the increasingly common IoT and M2M class solutions, an excess of data is as detrimental as
its absence. Therefore, in our activities we strive to make effective use of the collected information, and implement the
results of their analysis in the implemented solutions consistent with the Plug&Predict® policy.
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